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HD-B8609 RMTHEA T 2R/ Computer Peel Test Machine 03

BAEH—REETHHENOBOATVET, RAN “UE—PEANARLR HD-80008-5 AMAMMMNRE LU / Compurer Servo Peel T 03
HRMNE" HEG. ERAL HERARR, £F 0N, iHR BEFSIRIE MW [ Steel Sheet 04
R, AEFEHES, 03 XWLSHHE, 0STEREASS, OSAEBEH, H0 ——— FOEW. RMER / Manual Aoller, Electric Roller 04
EURAL, WAFRZEMTEHRAE, KRG, SREAFEANM, 878 L HD-8609-D & R MBI LR Computer Peel Test Machine 05
FAGW, 150, UL, ASTH, EN, JIS, TAPPI, DIN, BSHEIPMEN. EMM%L, WAEEA HD-8604B— ! Computer Servo Doubée Column Universal Test Machine 06
AR, WU, B, M, B, R, WO, BE, K5, BT, RARHSRHLE, ——— HD-8607-5 REAREWMANY f Computer High Low Tempsratuse . 07
EHNHDE, DRAT, KH, EXNEIFSHAMRAN. RRANALEANELHN om Temperature Tape Lasting Adhesne 5 08
HERELRRIONS. Room Temperature Tape Lasting Adhesive Tester (10 Stations) 08
AR RN H AR | 58 ) / Constant Tempersture Tape Lasting Adhesive Tester (5 St 09

FEZEG, WFRTF. ROAK, SRERKBHSG “RAERNERNUES 1 SARBEIH RRA (108 )/ Constant Tomporature Tapa Lasting Adhesive To 09
L ER, S D WA REA. O, K. EN" NOOR. WIEA Bk r HAIDA INTERNATIONAL EQUIPMENT HD-C528 f9 A1 RIW AN L& (50 aratura and Humidity Tape Lasting Ad 10

EX, S65" OFRRS, EHe. KK FENUNRERME, TEAL RS HD-C526 R 411541 B 1, / Primary Adhesive Tester 10

0, ERELABNNESHE. LHTRGREA, KBS BRTLRY, HeD FONMS 2004 Hakde nlaemisonsl Eqilprmant LY (aide), Derons.

an China. Haida manufactures and selfs testing machines used to test RSB ML/ Sut-ypiwiig s g Tha T isilies N
AMA—. BRSNS HURNUBEARST. Paper and Packaging, Aulomobie, Stmulate Accelerate Environment "

" Plastic, Rmr rand L . In Mftmm'-kmewm?;cham 2 UV #4488 / UV Weathering Test Chamber 12
cal Electric HK Ltd. Founder from Mechanical Electric, more than 20 years o e O 2
3 \ce in testing machine devel nt and join us as a techy 11 ST SRR / Xanon Weathanng Test Chamber 12
director. Haida own independent RAD center since 2007 and expand testing 02 5 B 518 RS 4L/ Programmable Temperature and Humdy Test Chamber 13
machines in fumitured foam , loys stroller and bicyde. Haxda become a F——— HD-GB15 X% % @KIROHSR MWL) / RoHS Halogen-free Enveonmental Analyzer 14
market leader in the one stop solution matenial testing industry. R s P 94

Haida as a manufaclures focus on physical durability testing , our =R A M { image Measuring Machine 15
mission is defiver the best testing equipment 1o our customess. We have ! HD-US06 =% 5 & (R A M 1L Coordinate Measuring Machine 16
Mutiple diisions: Research & Development , Production, Marketing & : . ik o o
Sales and Measurement & Ceriification. More than ten consultant in sttty e Sk P i
different sectors (Miary, Packaging Specalist, Professor in unwversiy, HD-AB03 489 % H1/ Fiim Faling Dart impeact Tester 7
Testing Standard committee). More than 50 patent in testing machines. HD-RE26 WEP &ML ( MR |/ Digital Fim Pendulum Impact Tester 17
More than 300 professional staffs. 10 sales office in China cover from South e R S A I i 18
to North. ( Dongguan, Foshan, Shenzhen, Guangzhou, Zhongshan ko
Kunshan, Xiamen, Changqing, Changsha, Nanning) 5 oversea sales 18
offices in the world and keep expanding( India , Malaysia , Vietnam , Turkey. 18
and Thaiand) HO-CBO7 81,/ Coating Machine 10

In the future we wil follow our vision To be the world class testing [ HO-CB01-1 WMt ( MFR )/ Digial Ratate Viscomet 19
equipment enterprise. And express our value: Loyalty, Efficiency, Passion, HD-G818 BFXF 19
Creative, Sharing and Persistence. On the other hand we are also an HO-RE27 %418 813 / Gas Chiomatograph 20
environment and social responsibilly company we work for beftter environ- i Sy .
ment and keep focus on improve human fife. We will become the world class HD-AB13 % KW / Light Transmttance Hazo Meter 2
testing equipment enterprise.
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{YBEETT Product Description: )y '

ERFIMHUGNEETH LSRN0, MR, W BEH HALK, TITOENLEN. HEAREFHQTNHERE
BEERNLER, REBT O MREM
This machine can be used ta d

FEEIRME Test Criteri

EaxdxR

iz i 22 B AN 45 R 3

Test Curve & Test Results:

nsion, peel, taar, adhesion test with different clamps according to customer requirements and international standards.

ASTM D903, F2258, GB/T 2790/2791/2792, CNS-11888, JIS K6854, GB/T 6329

WO T TEST TYPES: PEEL

. 10 = !
HD-B609 B izt 1 &5 53 B i 38 4 1L R S ‘
HD-B609 Computer Peel Test Machine 3 V\f v ’/‘\/\\)”MN T Lf\ i
g 1Y) B 2.V v YA A
g o i
FEAREY Technical Parameters: 4 | i
1. @1 Capacity. 50-200kg. - i
2. ## Motor - 180W; i i
] i
3. Mid¥\Gear recucer: 1/253# ¥ Gear reducer ol i
4, ##FBall screw. DR Taiwan brand ball screw. L5 t i | ¢
5. ##Control system. ®MMA#M{E PC with windows 7 system; )
6. #&Test speed; 50-300mm/minik ¥ =1 (adjustable); HEEADAD PREABIT
7. RAfHEVertical test space; 900mm ( & X Rincluding fixture ) M. & 50
8. # M 4% ¥ Load resolution: 1/100,000; L 92634 $ie32
9. #MMELoad accuracy: <1%; 2 L Lok
3 87674 36126
10, MATWRUNits. gIAGINKNILBIT; P 95313 70538
11, $#R +Dimension: ( L*W*H ) 520°615°1250mm [0 87674 56126
12, WEWeight. #568KG Approx 0 91880 7712
13. @ i#Power: 1, AC 220V, 50Hz
= = 7 33
HD-B609B-S FB A =\, {a] AR 2 7 38 BE it 38 41l 75 33 B2 i 4 B
HD-B609B-S Computer Servo Peel Test Machine Peel Strength Test Auxiliary Accessories
$5RE¥ Technical Parameters:
1. @1 Capacity. 2-200kg.
2. @#l Motor - 400W: #T{7l8 ##1 Panasonic Servo Motor,
3. EHWDriver. 400W * Mk Steel Sheet * FHEIR Manual Roller + EBENFEIR Electric Roller
4. ##8al screw MELAF Taiwan brand ball sc
5, RHAAControl system, WRIEMLCDRT), TE UMM
LCD with  build-in printer /PC with windows 7 system; NS
6. #/®Test speed; 0.1-500mmymini# & 71 ladjustable) E
7. RAFEVertical test space; 900mm ( & 3 Aincluding fixture )
8. 7 W4 ELoad resolution: 1/125,000;

9. #MHELoad accuracy: =0.5%;
10, B RUNits: gtxghNIKNLBIHT
1. %%,

2<fDimension: ( L*W*H ) 520*515'

12, W@Weight. #570KG Approx
13, W ®¥Power: 1§, AC 220V, 50Hz

wwwac-testcnio3 wwwac-testcn/04
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HD-B609-D & F I & 3& B i 38 4l

HD-B609-D Computer Peel Test Machine

HD-B604B-S BB fi¥i{a] AR ik iz F7 i 3 4L

HD-AB804B-S Computer Servo Double Column Universal Test

{YERME N Product Description:
EERNEREATT &, rEZRFF

It is the special mact

R 180 FOOO0E 9 ) ) k.

ne for 90° &180° & loop tack Peel Test for adhesive tapes.

{EBM& ' Product Description:

ARRNEATERHE. XRARAEG, TENXNARBE. HEATRB LR, TRICH. M. KR, BN, KT H7F E
HESHEEAR:
}i*§a TRl Honaampa: This machine can be used to do different tests such as tension, peel, tear, bend, compression and so on for various materials, semi-finished products & finished
: it products as per customer requirements and interational standatds
1. #¥® Capacity. 2-10kg;
4. #¥FBall screw 1R £ 4F Taiwan brand ball screw. FEERHRE Test Criteria:

ASTM D903, F2258, GB/T 2790/2791/2792, CNS-11888, JIS K6854,

65 #Control system

ws 7 system

~

$EAREY Technical Parameters:
. E®Capacity: f¢%32T, Germany brand tecsis load cell;
2. #Motor: 400W; {3 441 Panasonic Servo Motor;
3. ##¥Ball screw: i ORI &+ Taiwan brand ball screw;
4. ©8HHControl system; windowsM X #k, THMIEME, PC with windows 7 system;
PPRELE 5. i Test speed: 0.1-300mmVmin/ 8 ( WEEH ) (adjustable);
6. @ Af7#Vertical test space: 1200mm [ & % &including fixture ) ;
7. # W HMWELoad resolution: 1/250,000;
8. f WHELoad accuracy: =0.5%;
9. BErHIBUnits: gfkgiNI/KN/LBIT;
10, $MER tDimension. (L*W*H ) 880*510%1490mm;
11, MB/Weight. £9155KG Aprrox:
P 12, #KPower: 1§, AC 220V, 50Hz

6. #®WTest speed. 0.1-300mm/minid i 7 M (adjustabie)

7. #Af7#Vertical test space: 300mm | & % Rexcluding fixture |

8. 7 W4 E Load resolution; 1/250,000; -

9. WWMELoad accuracy: <0.5%
10, B{THRUnits. ofkg/N/KNLBYT
11, SR FDimension: (L"W*H ) 520°515* 1250mm;

£30KG Approx

13. ®HPower. 1§, AC 220V, 50Hz

W festcn05 W test < 06

BT, MR ERS y
‘F! {)‘(ﬁﬁﬁn Product Description:

HD-B607-S 7 fEii B i {3 AR K1 S #4 ¥ i 36 41

HD-B607-S Computer High Low Temperature Tensile Test Ma

BT TRBHESE
d 10 measure durable as shear adnes
me time under room temperature

, BER—R

w5, MER®T 00520 BY ) HE

ive tapes, medical patches, pressure sensitive labels and pr

BRBOHAL
ective fims, etc

of pressure s

for § samples

FERAFME Test Criteria:
CNS-11887. 11888, PSTC-7, GB/T 4851

HD-C524 &BRRHFFHIXRY (54)

HD-C524 Room Temperature Tape Lasting Adhesive Tester (5 Sta

$EAREBH Technical Parameters:

1., M RTest number. 546 stations

2. FEEBWeight: 1000g + 10g
(EnuR. & mENE

Bwith load plate ) *53fl

3. B&Temperature; %8, Room temperature

Wi Steel sheet, it WHHH1.5mm~2.0mm , ¥H50mm,
#1304 F 8 {5/, 304 stainless steel sheet with
s 1.5mm-2.0mm, width 50mm, L nm, 5pes

R ~tSpecimen size: 26mm x 100mm

+81 &Timer, 54 5 stations, 99HIIMINGSS

$h% R <FDimension (L*W*H). 530*250*645mm

8. W@Weight

932KG Approx

9. ®EOption . &

#7218 0ne set manual roller

{XEEMN Product Description:
ARENEREMTOR, SERSH, BEHTH. 4. A8, ¥R SREE. XS SRESHEERARERATRTRGRMMNL
This machine can be used to do est in high of low temperature, which s applicable to materials such as rubber, plastic, plastic pipe, plate, sheet, film,

vie & catie and 50 on $EAREH Technical Parameters:

WRIFHE Test Criteria:
GB/T 16491, ASTM D6644, ASTM D2061. QB/T2171. JIS K6854

®%4 ATest number. 104210 stations,

~

HABBEWei
(S, &

1000g # 10g;
74 693 1 Bwith load plate ) * 108 ( TTH

Temperature, #8, Room temperature;

BREY (ERISHIRGRARSE :

Technical Parameters: Temperature control system parameters: 4. EREESte et, M1 5mm-2.0mm , ®H50mm,
¥ n#I304 T MM A 1054 | 304 stainless steel sheet with

1. ¥ ®Capacity: 100kg-3T, 1. BRZWTemperature range. &/ BRF & thickness 1.6mm-2.0mm, width 50mm, Length 76mm, 10pcs
2 Motor: 400W; Min, ~40C~Max.150°Cican be customized) 5 2 <tSpecimen size: 25mm x 100mm;
3 #H cr # Taiwan brand ball sc 2. B ol system: PID. GHRN, ontrolle 5
3. £ # Ball screw: H Taiwan brand ball scn 2. BW 7 rol system ILD.G#MN, P.1.D controller 6. itat@Timer; 1 5 stations, 995h99Minggs:
a ‘est Space: 400*700*400mm ( 5T5E Blcan be customized | 3. /B2 Control stability: £ 0.3

4

2+t Dimension (L*"W*H): 1060°260*650mm;

5. #3#IEControl System: BRI, P

ith windows 7 B Temp uniformity. +2°C

ystem;

[ 4: 0.1-300mm/min =T | RIS ) (adjustable); 5. W HEHH Compressor ARERE R 8. WMEWeight: £166KG Approx

7 al Test Space: 1300mm { & % Rincluding fixture | France Tecumseh closed compressor 9. #EOption. @ RH1%EOne set manual roller

8. | oad resolution; 1/100,000; 6. B%Mik W Cooling speed. >1°C/Min,

9. 7 ®H A Load accura 0. 7. ik Heating speed: >2°C/Min

10. 2 <fDimen: F UL %W x H 1200 x 600 x 1500mm

11, #16 X WWeight: £9130KG Approx =/

12, ®iBPower: 1§, Al

220V, 50Hz
W festen07 wwwqc st cn 08
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Y& Product Description:

FRIFHERLUREY,. BEUTH, RORSENBFEP, Wi WA,
It can be used to measure durable adhesion/shear adhesion of pressure sensitive tapes, medical patches, pressure sensitive labels and protective fims, etc under
constant temperature

HERIRE Test Criteria:
GB/T 4851, JIS 20237, CNS 11888, PSTC-7

-
HD-Cs27 BRI RIS NN (54 ) Gl "
HD-C527 Constant Temperature Tape Lasting Adhesive Tester (5 Afat(ons)“ -__._'

$AREH Technical Parameters:
1. @R Temperature. & ( %&8-200C%EM ) (Room temp.~200°C);
2 AEEWeight. 1000g+ 109 ( $MWE. &R HE NS B Mwith load piate ) *54% ( THF ) ;

3. RBMMSteel sheet, HBHH15mm~2.0mm , HH60mm, KH765mmes
3047F #1514 :304 stainiess steel sheet with thickness 1.5mm~2.0mm,
width 50mm, Length 76mm, Spcs;

4, RBRtSpecimen size: 26mm x 100mm;

6. it #Timer. 51 5 stations. 99HI9IMINGAS ;

6. #8172 Control method: #4MP.1.D, & AR 0% XM Microcomputer , PID control;
7. RS 85 Temperature display: 1 'C

8, MENHWE Temperature control precision: +1C;

9. FHBH Heat method: MM Hot air circulation;

10, @£ M Protection device : {2488 X 7A 11 6 &1 %8 1 {R1P,Over-heat protection,
Over-temp protection;

11, WA Internal dimension(W x Dx H): 450 x 340 x 450mm ;
12. #MER <t External dimension(W x D x H): 870 x 500 x 1100mm ;
13, WM Weight . 90kg Approx. ;

14, & Option , WE R 1% Roller 1 set

HD-C527-1 fEiR B {R#F it Ie4 (1048) =

HD-C527-1 Constant Temperature Tape Lasting Adhesive Tester 4@Statiimg -

$AREBH Technical Parameters:
1, ®%Temperature: 18R ( WE-200CXEH ) (Room temp.~200°C};
2, AT Weight: 1000g210g (S MRS, SR MEeE R MWwith load plate ) *54E (THE ) ;

3. REWMSteel sheet: HEHEM 1 5mm~2.0mm , HHE0mm, €A76mmes
304F WIS 10)5:304 stainless steel sheet with thickness 1.5mm-2.0mm,
width 50mm, Length 75mm, 10pcs;

4. RER FSpecimen size: 25mm x 100mm;

6. 38¢#Timer; 101 10stations. 99h99min9ds |

6. #8072 Control method. #MEMP.1.0. A1 zhE T WM MW Microcomputer , PID control;
7. BEE R Temperature display. 1 °C ;

8. BE VWA Temperature control precision: + 1 C;

9. FHEH Heat method. WA Hot air circulation;

10, 144 /i Machine material: FJESUS #304 T 8171, 5085 & RIS 4% 08
Internal chamber with SUS #304 sainless Steel, extermal chamber with advanced baking finish

11. AR Internal dimension(W x D x H): 450 x 500 x 450mm :
12. $hER <t External dimension(W x D x H). 970 x 650 x 1100mm

www.c st cri09
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HD-E704 if 8& 4 i 3841

HD-E704 Anti-yellowing and Aging Test Chamber

{XEB& N Product Description:

EERTR-BRAM, EFLSHRE,

E4 ENTERANKBRZ S, LUTHNANBRN RS ELE, —RIUHET0 T
R AHBMAANERP, ROARPEEN, HREL—BUHESOCTMNRING, B
This machine can do two kinds of testing: Aging and anti-yeliow.

Aging: The machine can promote the increase of sulfur rubber deterioration, 1o caiculate the change rate
of tensile and elongation betore and after heat. The test is done for one day at 70 degree, in theory as
exposed 1o the atmosphere for 6 months.

Anti-yellowing: This machine is used 1o simulate the atmosphere environment, driven by the sun
ultraviolet radiation. The test & done under 50 degree for § hours, in theory as exposad to stmosphere for
6 months.

, B LY FRBEXSPEN AN,
LHEFRREXTPET A eaetial,

FARAFHE Test Criteria: JIS-P8127

FEARBH Technical Parameters:

AR “tinternal dimension{W*D*H) . 500*600*600mm;

SME R TExternal dimensionfW*D*H) : 840*700*1350mm;

BEEWMTemp. range. B 8@ +10T~ +200°C Room temp.+10°C~ 4200°C;
#%0 %Control method- &K B2 BAutomatic Calculation Controler;

B EIE 2.Time memory: 0~899/\61, #RIZIZE, &HBAD-999 hours, Autamatic;
power cut-off memory, including buzzer

§ 8 A Tumntable diameter . R #45cm Diameter 45em;
#0438 B Tumntable speed: 10%/4H4¥10 cycles/min;
UVATE UV lamp: 300W: A7/8 %@ Lamp Bulb: 1200h;
1074 7 #Heating method . AR FEIFHot air circulation

o s N =

©m N

HD-E704 FIi278

HD-E804 Dry Oven

{XEE&@N Product Description:

AMBNCZRATFLT, SFRR, U8, B8, @9, B, A%, X6, BRWA, #A, WR, DM, BT, KXRESRURTI,
This machin is widely used in chemical industry, elactric communication, plastic, electric cable, electraplating, metal, automobile, Photoelactric industry, rubber,
mould, painting, printing, medical, spaceflight and also the can be used form university academic research,

L

\

$EAREH Technical Parameters:

A58R ~Hnternal dimension; 250 x 250 x 250mm/350 x 350 x 350mm;
A Hinternal Material. 7 # §8/& 1R stainless steel/ carbon steel;
#R3 M Temperature range: RT+10-250°C;

¥¥Rated power: 1100W;

BRBLE: 1§, 220V/50HZ:

WHHEIRE Specimen holder: 25 2pcs.

15
2.
3,
a,
5.
6.

HD-c528 BB BRI E RIFHIXIM (548) T

HD-C528 Temperature and Humidity Tape Lasting Adhesive Teste

{XEE& 1t Product Description: ‘
ARSI HREDWRES, BEMTH, ROAERRETTFRS, HtXRWEU6.

It can be used 1o measure durable adhesion/shear adhesion of pressure sensitive tapes,
medical patches, pressure sensitive labes and protective fims, etc undes constant temperature.

TERARAE Test Criteria:

GB/T2423.1-4, GJB150A1/4, IEC68-2-30, GB/T4851

FEARBH Technical Parameters:
. FAERWeight: 1000g=:10g ( MM, & %M E R B Hwith load plate ) 58 | THE ) ;

2. RUHStes sheet. M 15~20mm , KE0mm, K75mmeI304F M 454
304 stainless steel sheet (T 1.5~2.0mm, W 50mm, L 75mm, Spcs):

3. ¥R FSpecimen size: 25mm x 100mm;

4. i8I #Timer; 54 5 stations. 99h99MIngs;

5. B WTemperature range: ~40°C ~ 150C;

6. REHMHumidity range: 20%R « H~98%R « H;

7. fiinternal dimension(W x D x H): 400 x 500 x 500mm:

8. MExtemal dimension(W x D x H): 900 x 1070 x 1400mm;

9. W@ #Weight: 230KG Approx.;

10, SR E 4 %Temp.& Humid, error: £0.3°C, £2%R « H;

11, B2 E5 ¥ Temp & Humid. uniformity: £2°C, 23%R + H;
12, A& KHeating rate; 25C/min;

13, BREKCooling rate: 0.7~1.2°C/min;

14, {2 ®3®FHumidity speed: +2%R.H /-3%RH;

15, BiAccessory: RS-23277 5 €L0R & MW ! Wi BE R7F.
RS~232 which can connect PC to Issue test data.

HD-C525 B ¥l #5138 4

HD-C525 Primary Adhesive Tester

{XEE& N Product Description:

AREHFEOANE, RSB, ¥R TEARRERWRSWA, KA SRR E R ER0E QMRS T RS 2 A Eh R
W ME RS T RHA R AR AR MR

It based on the baling method, and the primary adhesive property of adhesive tapes coud be g adhesive effect atter roling
ball and adhesive specimen come into contact.

PEATEE Test Criteria:

GB/T 4852

ALY Technical Parameters:
SRMBall. GCr15% K 182 RMGCr15 ball;

. $SMEAngle range, 0-40° (TR Adjustable ) ;
. MAETest angle. 20° . 30° . 40°
R \Ball size. 2-26/28-30/318 JRIRE20W1/32 inch - 1 inch;

#i#8Lean panel, B ESmMMA R BRI,
Smoath glass plate with thickness Smm;

A wowwN

B iliPrimary runway, 1 ®length 100mm;

4 R FSpecimen size. Fwidth ( 10-80 ) mm, ¥length >250mm;
i J4 8 ®Spacimen number. 74 F 4% Not less than 4 pes;

€ R <t Dimension(L x W x H). 380*150*260 mm;

WiWeight: #)8kg Approx

© ® N o o

)

HD-E802 U Vit {&ix 3¢ 8

HD-E802 UV Weathering Test Chamber

{XE87& 1 Product Description:

ZRRYTREEIUVARUVBLTH, TTMALKMAORAKLSE, BFQOVAE, XREATEEM, LRERTHREXBRATH A SEROTF
FAAYGRE, NES, 0N, N, AETH, WS,

UV Weathering Test Chamber is equipped with a fluorescent UVA/IVB lamp which can simulate the UV spectra of sunkight, exposes matarials to alternating oycles of UV
ligh X ' 5 used 10 test ude color change, gioss loss, chalking, racking. crazing. hazing, blistering,

strength foss and oxidation

BEATAE Test Criteria:
1SO 4892-1, ISO 4892-3, ASTM G154, ASTM D1148

$EAREH Technical Parameters:
1, # R tExternal dimension (W*D*H). 1300*500*1460 mm

. A ERTomperature ange. AT~ 70T
AR B W Temperature fhuctuation; +2°C
P54 Biinternal & External chamber material, 3047 B MStainless steel 304

. UVATRUV lamp. SR MUVAUVBATE (B3, 1200 hoursi&# B |
Atias UV-A: 315-400nn UV-B: 380-315nm (8pcs, 1200 ifetime)

6., S itinadance meter: 0.45~085Wjco M i TR ),
0.45-0.85Wjcm'can be adjusted (Optional

PR

4.4 7 W M Distance from sample to lamp: 50 £ 2mm

MR T (FANE ) Sample dimension (Standard chamber): 75x290mm@4RI R 75x150mmies),
MK E5mm; 75 x 290mm (24pcs) oc 75x150mm (48pcs), max, thickness Smm

@ #HPower 1§, AC 220V 50/B0HZ

»

HD-E711 @XMt EiXILFE

HD-E711 Xenon Weathering Test Chamber

{S(Eﬁfﬁﬁ Product Description:

AMRERAUY, TEREAWASAFETFFRARTHRFEAE, ASFRERAEHTRANIONRNE, TNAFH

FRHRRRES.

The Xenon Weathering Test Chamber uses a xenon arc lamp that can smulate ful sunfight spectrum to
that exist This enables the device to provide

the comesponding environment simulations and acceleration tests for scientific research, product

development and qualty control

. FRFRT

TAEITHE Test Criteria:
ASTM G154, ASTM G185, IEC 60068-2-5, SAE J2412

AREBH Technical Parameters:

« MR Fntermal Dimeasion (Wx D x H): 800 x 800 x 800 mm;

M@ R ~FExternal Dimension (Wx D x H): 1450 x 1350 x 2150 mm;

Pafa#t fiinternal material, 304F WM, Bk, BRR:

Stainless steel 304, anti-rust, easy to clean ;

5h78 4 I External material: # /7 # fRCold-rolled steel with spr ay/ Stainless steel;

$BIR Humidity range: % HF45% ~95% RH. IREETR30% - 95% T,

45% ~ 95% RH (Light cycie).30% ~ 95% RH (Dark cycle);

6, M5 &Humidity uniformity: +5 %RH;

7. #7388 Temperature range: 25°C-90°C, adjustable;

8. M5 H¥Black panel temperature: 40°C~95°C, adjustable;

9. BE S ETemperature uniformity: < +3°C;

10, AR R FMax. Sample dimension: 200*90mm, B Ethickness<20mm,
) i Hplate specimen;

11, ## 54T %M Distance from sample holder to lamp: 250~300mm;

12, @3 Power Supply: 3 ¢, AC380V 50/60HZ

w N =

>
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HD-E702 AJ 2R [EiRE

HD-E702 Programmable Temperature and Humvdvty Test Chamb

{XEEE N Product Description:
ERBVENNEHRTEH EATFHREALCT. B8, KA. AE. KR, ¥ER
This mchinecan st he enveonment at diferent temgerare

0. fumiture produc

HANRESR
ctrical appliance, food, automcbie, rubber, plastic,

and humidity, suitable for t

B Test Criteria:

GB/T10586. GJB150.9A, GJB150,6A. GB/T22894, JJFI101. GB/24233. GB/T2423.4, |IECE8-2-30.

57.2. GB/T9278

$AREBY Technical Parameters:

tinternal dimension{W*D*H): 400*500°500mmy500*500*600mm/500*600* 750mm/1000* 1000*1000mm:
0V/3 § , 380V,

1
2
3. RE¥MTemp. range:0C; -20°C; -40°C; -70°C~ +150°C.
5.

BN 51 W Temp. display: + 0.01°C.

&% ¥ 58 Temp, uniformity: £ 2°C
6. 7B EHeating speed: 3C/min in average.
7. WRi#ECooling Speed: 1°C/min in average:
8. M MHuUmMId. range: 20%~98%RH;
9. ESMBHuMId. tolerance: + 1%RH
10. 2% 5% Humid. uniformity: + 3%RH;
11, A## Hinternal chamber material: 304
12, ## HExternal chamber material, 7 ##
Y\ Refrigerator: & 3 il 7 M 2 ML 48
14, %% A #Cooling method: R >$Air—cool
15, EW#Controller: TRHEAKMAE

# ¥ Stainless
#®FStainless
Il closed France Tecumseh compressor.

304;
@6l / paint spray;

%M Programmable LCD touch screer

www e testen13.
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HD-U801 R 7T #2 R & (Y

HD-U801 Image Measuring Machine

g
=
§

F 51 MANUAL

{XEEME N Product Description:
— R h BT RC
GF 1 18 3¢ ST T
A, ¥ LI, PR, BR
This machine is a prec and effective non-con
Camera & adapter, zoom lens capture card, linear

BESWF Hm'ﬂ‘:’»/a. #
EE S SERR. PCEMIHEHME
optical measuring instrument. It is composed of a series of
les, high precision worktabie, electronic motor, PC and monitor

MEHE, hEEZRNE

$AREH Technical Parameters:

1. TH#

Work table: X/Y$
2% Travel, 285

fTravel: X.Y: 400°300mm
[@245mm, FTHfocus stroke: 180mm

%55 M work distance: 85mm

2 2 "HGlass table size: 430°330mm
3 riving type: XYZ =S WVE! S X SXYZ triaxial , high precision V type guild rail
ZHK W16 R XY axis driving, Z axis driving
4. MEMBEBMeasuring system - %4 R 4 #i EMeasuring resolution. XIY/ZH0.0005mm; FMERBIRBITNA. 4. WA, W. HLS
Multi-function data processor can measure point, line, figure, circle, angle etc
5., 3kVideo system: NAVE 7 % £ 34/ & # X ¥ Optical Magnification 0.7-45X
6. B#IRFlluminating system: BT A FSHANXHLEDSHH. #dric. FM TN, Contour and surface ilumination, Ring LED and brightness can be setup
7. (L8 5MER Dimension [ L"W*H ) - 600°750*1100
8. (U8 W @Weight: 300KG Approx
wmwaeesen1s

HD-G815 3 Y6 Y6 iE Y ( RoHSHZ MY )

HD-G815 RoHS Halogen-free Environmental Analyzer
{XEEMN Product Description:

stem; Humanized op
v range is from Na-U, It can te

ompletely meet th

iy Conrot Of varlus hastores

icient method and the fundamental
o, Gl Hg and PBE in the ROHS octe, Br in PBOE, C1 i Crow, C1 and B i the
ol demand of RoHSWEEE/Halogen~free. The spacilly designed open working curva is extremely suitable for

Halogen-free instruction. 1t
manutac

FARBY Technical Parameters:

1, WER T Dimension. 680(WIx400(Dp3IOHIMM

2, WARR T Specimen cavity sze: 300*360" 100mm.

3. M ERAE Element measuring range; S-U PHER

4. BHEM Measuring scope: 1ppm-99.99%

6. MWy eCIMY ppe: Wik, ¥ FEFA K sold, powder and liquid.

7. W Measuring time . 120-400s | Rtk 6 WS Software auto adjustment )

8. B85 WK Best resolution rate. 2T 7 8184 Detais see detector system parameter
9, KM Colimator. ©0.5mm. @ 1mm. ®2mm. G4mm B Auto switch.

10, %K Fater sheet, 5 R EARRH A
5 compound filter sheet switch automatcal

11. CCD M observation, 260 75 & R % CCO 2.6 Million pixel HD CCD
12, #&MHZA Specimen scope: XY15mm

13, WARE Powsr 1§, AC220V ~ 240V, 5060Hz

14, BUEHF Rated power: ISOW

15. MR Weight, ¥ 45Kg Approx.

16, T WAR Working environment temperature, JZ 15-30°C

17, MXHE A Working eavironment relative humidity - €85%

HD-E703 i Hu it iefE

HD-E703 Thermal Shock Test Chamber

{87 Product Description:

FOFUASER. ORLPHA. RRUM. AFES. DN LRHH, ERGTLREANTL. KX, KL BGA, PCBEHN. WFTAIC. 8
HBZOEER L TR * HABOKERDE RALHEFHERAIBATHUATTHTEHLRER,

o scal features change of industries mcluding lectrical components, ol
ral, plastic & rubber and also widaly sultable for the national defense industry, spaceflight, mitary industry, BGA, PCB board, IC, samic
1h polymer materisl. The 1es1 result can be used for referencs 10 improve products. Haida provides wide fange of thermal shock test chamber 10 meet
ecuitements.

TERARME Test Criteria:
GB/T 10892 -2008 . GB/T 2423.1-2008 . GB/T 2423.2-2008 . GB/T 5170.1-2008
GJB 150.3A-2009 . GJB 150.4A-2009 . GJB 150.5A-2009 . GJB 360B-2009

$EAREH Technical Parameters:
PR Tinternal dmension(W*D*H). 500*450*450mm
2h48 R "t External dimensionfW*D*H): 1380*1370*1980mm -
e nm '\t\i\ TUR2AARINT,
witch 2 working room or 3 working oo, Hrazes
~65°C-+160C

1

P L

emp. range: ~40°C. !

5. REFFUAERK AW High Temp. chamber preheating range. =
%8 - +170°C; Room temp ~ +170C
6. FiiE FHeating speed <35

B FS B % M Low Temp. chamber pre-cool range

& ~ ~75°C Room temp ~ ~75°C. m
8. MR A Coolng spoed:70min.
9. MARETomp. toler
10. A4 0 EThermal recovery time: 54H LA
11, A#H Bintermal dimer

in & minutes. 4
304 F#Histaniess steel 304 -
12, i HExtemal dimension 7% M A staniess steel of paint spray

www e test cn/14

HD-U806 = R JT #Z K i B (Y

HD-UB06 Coordinate Measuring Machine

{XBEE 7 Product Description:

MEE—BHERTECCOE L BERHN SEEMme. PCER B, ¥Rz M R, 2DAFMNBEFSERTTESSRENREN
AAOHENE. SARATNBOSE, ULZSNBHT, OECZSANE, TR IAATEHTEHONE 0P, DEFEHF. RUEA BE7
A AR SHHI. PR, BN RENTH. HREESH. AEPH, SuR PCBMISERMENI L

ine is a precise and effect tical measuring instrument. It is composed of a series of accessories, such as ¢
ora & adapter, zoom lens capture ca scales, high precision worktable, electronic motor, PC and monitor

lor CCD

FEAREBE Technical Parameters:

@Etfective space- X. YHFTH ( mm ) Travel: X.Y. 300*200mm

) Travel Z: 150 ( MR HMBY A it )

6 XDriving type: X, YEXFHER. ZEFF3 XY axis driving, Z axis driving

B R RMe
R R E Multi-f

ring System: X4 R 448 KMeasuring resolution. X, Y. Z#0.0005mm,
tion data processor can measure point, line, figure, circle, angle etc

AEHERANBYUTASE . 5. (0. W, MOE

-

® R & REVideo system. HAMECCOEEMWMRYL, 167F 8, 0.7-45XEMPL, LUWHMAMBED0-230XE2XH NN, RHH
MK ERTHA00X, Color 1/3 CCD camera, color monitor , 0.7-4.6X Optical Magnification, Digital magnification: 30-230X, it be up to 440X,

o

MR Elluminating system: T BRLEDIE BT X R

B3t LED.

288 5% R ~tDimension (L*W*H) (mm |} . 705*590"1035

®

{288 WM BEWeight ( KG) . 185KG

wwwctest e/ 16
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HD-A841 BEIB R KX 18 4T

HD-A841 Coefficient of Friction Tester

{YFEME N Product Description:
.MM AMTRENR. NH r'.ﬁiﬁihﬁ.ﬂl\ﬁﬂ!
2, 8% E|8n SRYE, BRTEE. €S

Coefficient of friction tester is designed ar mrmlb(lum(! 1o measure the static and kinetic coefficient
of friction of plastic films, foils, paper, and other materals, which is widely apphed to quality control,
drug test, R & D, packaging, film, pharmaceutical, cosmetic and other industries.

BHRME Test Criteria: GB 10006. ASTM D1894
&*§ﬂ Technical Parameters:

MR FSider dmensions. 63 % 63mm

2. MR WSider waight. 200229

3. I MR FWorking table size: 180 x 470mm

4 BHRKSEBETO. hF<21%

5. MRS WHERSiding speed; 100+ 10mmvmin { GB ) . 150+ 10mm/min | ASTM )
6. WiAFTESHding stroke; 70 mm. 150mm
7

8.

9.

M) T WForce measuring range:  0-5N
@B Powar: 1 §,220V, 50HZ,
5hEIR #Dimension, 400300 x 180mm
10, WWeight. 851547 Approx.
11, FAERSWndard configuration: 41, MBITMHL. 2009k
Main mactine, micio-printer, 200g shider

HD-R603 i&{E iR el

HD-R603 Film Falling Dart Impact Tester

{XBBN Product Description:
AEENBRENTEHYME — ?!’!I'MBW e
S0%MHMER. IA‘!EHR% E 13

Fall Dart Impact Testing Machine is usnd 10 test the impact resistance of various plastic films and
shces, which mnul'- he standards of ASTM D1709.

WRIFHE Test Criteria: 1SO 7765-1 1988, GB/T 9639.1-2008

$EAREH Technical Parameters:

MRMA Testing accuracy: 0.100.1J)

%% Testing method: A Method A

% & ¥ Test condition: 23°C, S0%RHIF &)

W4 R FSpecimen size: > 150mm x 150mm

@ WPower 1 §, AC220V 2 10%, 50Hz

F R TDmension: 500(Limm x 450(Blmm x 2160(HImm
# B Weight: 70kg Approx

48 & % Specimen fixture: SR Pneumatic

 MEEHEARONS HERANES

Do a8

HD-R826 BRI HR IR (B2 )

HD-R826 Digital Film Pendulum Impact Tester

{XBEME T Product Description:
ANERTHTEN ﬂEiiFth“’ﬂt!‘z}Mﬂn
AT, AEHFULENFARSER, FHL

This machine is used to test the impact vesnsun:e w measunru; ms« energy for non-matalic
materials and metal fod.

WRHRME Test Criteria: GB 8809-2015, ASTM D3420-95

FEARLH Technical Parameters:
8593 H8Max woarlerwgv ay
2. /)5 X WiResolution 1]
I R <+ Specimen size. ‘Dﬂ x 1008 ® 100
#% % D K {3 Specimen clamping diameter. @89, ©60,
# % R ~timpactor size: SR12.7 mm-~25 4(A). R12.7-19 (B)
6. M WPendulum range, R300.
7. 3 MPendulum angle: 90°

M'H lnlnnnwn ENR

www e festen17
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HD-C807 &7l

HD-C807 Coating Machine

{YFEME N Product Description:

Et %) IE!‘&!WEJ@A RE'ﬂLﬁm“ﬁ‘nllﬁ‘l‘\.&r!} AAMETERHRRE
ERETRESQIN,
this automatic coating machine is des wl for more easy costing on different raw material, which
greatly improved the reproducibility of r coating

$AREH Technical Parameters:

1. 3% % B R HMachine base size: 570mm x 340mm;
2, #HRMR FEffective coating size: €Length 430mm X Width 300mm
3. %32 MCoating speed: 0 - 2cr/sE ¥ # Adjustable;
4. MM A Coating thickness : BMELWRANM (SumRREE " OERES )
Use high precision winding bar 10 coat,5um (can be tador made based on customer requirements)
5. ShE R FDimension:570mm *340mm* 100mm (L*W*H)
6. % Winding bar dimension: & fEdiameter 1.0mm, £ total length 400mm,

#4435 % % F Effectve coating width 300mm;
®REWeight: #120Kg Approx
#3h%Rated power: 200W
@ HPower: 1,220V 50Hz

HD-c801-1 BEREXE B it (#=F=t )

HD-C801-1 Digital Rotate Viscometer

© ® -

{XEEMN Product Description:
AFGMENRSOURUOANETNFLETRAORVLENNE, KEHNOIIZERTF
BE. WE. B KD, BE. RENSEHRANEHNE

Digital rotate viscameter is an inteligent ligud viscosity measuring instruments. It can be used to
measure liquid apparent viscosity of non-Newtonian liquid and absolute viscosity of Newtonian
liquid. It &s widely used in grease, paint. food, medicines, detergent and other liquids.

BARBH Technical Parameters:
1. MM RTEH Measunng range: 1 ~1 x 106mPa.s;
2. MRRE Me: ing error, 2% A4 Mtk Newtonian liqud )
MEWF Rowtor specification: 1.2.3.4 SEMMFOSNFERE, THEMEE 01 mPas
10.24.30,00 108 i opionl which cantost 0.1 mPas i
38 Aotate spesd. 6t/min. 121/min.30r/min, 60r/min
B8 Ao swtch: EEMAREERT SR
Fotator and speed can be changed sutomaticoly
(AR 5T 35'\..‘(!!1&‘14 XF 80%; Temperature: 5C~35C, Relative hurmdity: >B80%
0% Power; 1§, AC 220v + 10v, SOHz:
S8R T Dimensionil x Wx H): 300 x 300 x 450mm;
.M, 68kg Approx
0 ﬁ # Onlmr\s EMEEAXE OFHT &I!L BB Thermostatic water bath,

mperatuss watar orcuaton gss ot

comNm

HD-G819 BB FXF

HD-G819 Electric Balance

{XERE N Product Description:

—RATHRENGH TR
Electric Balance is used to get weight of sample for some test preparation.

$ARLH Technical Parameters:

1, ##Measuring rangefoptionall: 2009,300g , 600, 1000g ,2000g(# ¥ 1% # i #)ican be customized);

2. /1 E MMinimum weighing. 0.01g:

3. # B MAccurscy: 0.01/0.001/0.0001

4. B TScale sze. 13cmiE #Kfor 001 accuracy): SemiF 4 )(for 0.001 accuracy),
5.

. ¥R R tDimension (WxDxH ) - 230 x 183 x 130mm

LRHANDREXYOARBR YN,

HD-R828 i fE A EH Y

HD-R828 Heat Seal Tester

{XBEMRTT Product Description:
BUQRAREHOZNTHHNENEN . CORUAM. FSERANCANREROAN AT
MHME, BHENGSR, HAPORRBRNNBN LIRS,

Tis machine 1 us6d 10 messursthe bt sol Lemperstur, proasire and ime of the s e 8o, 1 rchee
ey el ey lpeciin, macicine papacio Pckagird, i, ood, b cheri

AR Test Criteria: QB/T 2358, ASTM F2029
$EAREBE Technical Parameters:

35 HIE Hoat seal temperature; 8 Room Temp, ~ 300°C| M Accwacy + 1C)

5316 Heat seal pressure: 0 ~ 0.7Mpa.

31315 Hoat seal bmo; 001 - 9999.99s

5 3 T8 Heat seal area: 300mm x 10mm ( RAR + T 2R )

TN Hoat way: #I0RINM Single of double

SWER Air source: =0.7MPa.

0 & Tost condition: #7:8 5% 3 standard test conditon

E VIR Dimension: 550*330°460mm (LxWxH )

@  ® Power 1§, AC 220V £ 10% 50Hz

10.% 1 Wexght: 25 kg Approx

11, 5RE N Sandad configumtion. T4 + WHF X + TR + STLRB + LIS (WM, OF)
Main machie, foot pecs switch, ai fita, power wire e scurce shoud provided by buyer

DENPAE WP

HD-R829 i i A 481t

HD-R829 Film Shrinkage Tester

{XEEMTT Product Description:

HAGHRGERATFENYHOBRERLE, THFEHMMEY (PVCR. POFR. PER h
PETH. OPSEEBAN ) CAXNAM, RSTE. BYW. REZHPVCES . xERUR

HERBRUEBEREEONN, '_

i Steinkage Taster i usad 0 svinkage propery for fen e Gitfeent termpacatre sher chacking 50

Changa, v s widey sed i indmtries ofser g nsthao, packaga, e, oo,

BT Test Criterla: GB/T 13619, ASTM D2732

FEAREH Technical Parameters:

MHERT . <140 mm x 140 mm

AMEMW Temperature range: X #Room temp. - 200°C

RBME Temperature control accuracy: +0.3%

3 Power: 1§, AC 220V,50Hz

AR TDimension. 440 mm (L) x 370 mm (W) x 310 mm (M)

E M Standard configuration: MR EN., KK, HER. BRH Main machne,
specimen holder, specimen chp, conduction ol

o a W

oy

HD-A833¥ B EE it

HD-A833 Digital Thickness Meter

{XE_T@1 Product Description:
FEMNERR. BE. 9 EREEONT

15 maindy sad 10 maasuse thicknass of rubbar, pla

fi*=§ﬁ Technical Parameters:

3 Display method: B3t Digital

2. MIEEE Measuring range: 0.01~10mm/0.001 ~10mm
3. M ¥ Depth: 30mm , 45mm M T2 optional

4. &8 Volume: 914.2cm, H 20cm

wwwcctest cr/18

-
HD-R827 SHH &Y F'
HD-R827 Gas Chromatograph . -‘_"

{UEEE T Product Description:
mml—lv;-a,: AR HRIN, CUMEAESADE, RPERCARIR, UERANPALACHLN, BT SENELALENIEXRTR, S0

EpWEDD — 0 PRFEBEEAENE, SHNCHRSABTIELRSEIHEY, AORLHENORORNH,
sn?mnm h.a&uwu:l EREAR mvvm NEHEE AR NLLIRERARDBFRHORE A,

e ga chiomatoprnhy anslyss echnclogy s 3 b of sepuction and iy of - I msindy uses for the sample in the boilng
point. polaity, cefficent in column, make in the sl sk o il oot g

e soparaion f the cormponents
It accurately analyzes eight gas
njector, datactor, chromatogres

ne (C+) 3nd carbon dowide (CO4. And # consiats of

dedicaned workstations et

ding hyckogen (Ha, cxygen 104, earbon moncaide (CO), methane (CHa, ethane (CoHul, ethylene (C3H), ace
‘cokimn bos, nickel raformmer, gas flaw COntral system. citcut control datecton system and ratwork vers)

FEAREY Technical Parameters:
1. AXERTemperature: 5T 35T

JRRER Humidty: 25%—80% \
WHER Power 1§, 220V.2 10%, 50Hz CER A

W R ERAsted power; 2500 w .
S8R fDimension, 540 x 520 x 450W x D x H mm
ERWaight: 50Kg g

RAME Temp. display: 05 % | xDY‘Cj oo

FHARKHeat speed. 0.1 ~39C/minfERRF ( XA Lroom temp. 5 - 200T )

0.1-20TminEWE ( >200THLE )

X158 0perating time: 655 min |
10, B F 2B AR 8 Stons of temperatura-programmed rsa. 99 steps
11, EFF i E ¥4 Steps of temperature-programmed repeatability: 2 % =

HD-A813 IE YR E EX

HD-A813 Light Transmittance Haze Meter

{\UEBEN Product Description:
& ‘&t’?‘ﬁmm‘i ﬂW&ﬁE‘ﬂﬁ i ) 8 8t
GBEAES

Thiss machine is widely used for transparent vv-)nsmmm matarials haze and light transmittance optical performance test for parallel plate of plastic fims.

ZRMTEY., FAGHERE, AXROKPHERY,

TEIEATME Test Criteria:

GB2410-80. ASTM D1003-61 ( 1897 |

FEREBH Technical Parameters:

AREIN, BER TCosed sample holder, specimen sze: 50mm x 50mm

% BLight source- C % Type C

W% S EMe range. % Right %-100% ; BAHaze 0% -30%
B %X Display method: LCD 35X

BORY Mn, reading: 0.1 %

AAXAccuracy: X Right wansmittance 1.5 %, B Haze 0.5 %

W % ftRepeatability. & % Mlight transmittance 05 % HWHaze 02 %

@ BPower: 1 §,220V2 22V, 50Hz 2 1Hz vy
{E R ~tDimension: [ L*W*H ) 470 x 270 x 160mm.

10. (4@ BWeight. Tkg Approx

whvwc dest cn'20
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